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SEE NOTE 1
CLASS ”A” BEDDING
SQUEEGEE, CRUSHED
ROCK OR APPROVED
SEWER , DRAIN EQUAL.
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UNDERDRAIN PIPE SYSTEM

SANITARY SEWER MAIN OR SERVICE

SANITARY SEWER
MAIN OR SERVICE

TYPICAL MAIN LINE TRENCH W/
CLOSED PIPE UNDERDRAIN

18//

NOTE:
TO BE USED IN CONJUNCTION WITH STANDARD

BEDDING DETAIL FOR TRENCH, BEDDING AND
COMPACTION REQUIREMENTS.
SINGLE LAYER 8 MIL.

POLYETHYLENE PLASTIC

o

172 PIPE BELL

ALTERNATE LOCATION
OF POLYETHYLENE
PLASTIC

P UNDERDRAIN PIPE

SYSTEM

.~~'¢/¢CLASS "B” BEDDING
1/2” CRUSHED ROCK

ALTERNATIVE MAIN LINE TRENCH
W/CLOSED OR OPEN PIPE UNDERDRAIN

NOTE:

TO BE USED IN CONJUNCTION WITH STANDARD
BEDDING DETAIL FOR TRENCH, BEDDING AND

COMPACTION REQUIREMENTS.
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